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The model number is normally printed above the pivot, on one side, on the outside
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MOUNTING INSTRUCTIONS FOR REYNOLDS RIDE-OFF STANDS
The REYNOLDS RIDE-OFF STAND replaces the factory center stand. Use only the
bushings and bolts provided with the stand. Put a little grease on the bushings
and place them and bolts into holes of the ride-off stand flush with the inside of
the stand. Make sure locking teeth of bushing go against the motorcycle frame.
Then slide into place and tighten bolts securely. After installation of the stand
check bolts regularly to make sure the stay tight untill the locking teeth seat in.
Make sure stand swings freely before installing springs.
Attach spring to frame tube first with the special half circle as per illustration.
The half circle is made to snap onto frame so you need to use a little force to
get it on. You may use a small wire to tie it on if you want. Install right side
spring so it does not touch clutch cable or arm. For those that have the tab
for rear disc brakes the half circle goes against tab on outer side. Spring hook
should face side of motorcycle so the spring will not hit the end of mou(mlng boit.
Attach the special washer to the spring through one end hole, using an old spring

in the opposite end hole pull washer onto ride-off stand hook.

frame tube
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MOUNTING INSTRUCTIONS
FOR REYNOLDS RIDE-OFF STANDS
ON BMW /6, /7, "S" AND "RT" MODELS.

The REYNOLDS RIDE-OFF STAND replaces the factory center stand. Use only the

bushings and bolts provided with the stand. Put a little grease on the bushings

and place them and bolts into holes of the ride-off stand flush with the inside of

the stand. Then slide stand into place and tighten bolts securely. At this point
. the stand should swing freely. If it does not swing freely determine shich side

is binding then remove bolt from opposite side and twist stand untill the holes

line up. Do both sides if needed.

Attach spring to frame tube first with the two piece circle as per illustration.

Right side circle must have flat on top. Then with the special washer on the

other end of spring, use a wire in hole or vise grips on the end of washer, pull

onto the ride-off stand hook. Spr;.ng hook should face side of motorcycle so the

spring will not hit the end of the mounting bolt. The clutch cable should be

disconnected while installing spring on right side.

Right side - Left side
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